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Connexions
Ethercon RJ45 connectors
In and out for daisy chaining

Format Bidirectionnal 2x64 channels

Control Remote patch through Ethersound network manager  
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IN OUT

Connexions BNC
BNC
Max. output voltage: 5 Vpp
Output voltage @ 75 Ohm: 4.0 Vpp

Impedance 
SteadyClock transformer coupled signal adaptation 
circuit

10 ohms

Frequency range 43-49Khz 43-49Khz
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Frenquency 44.1kHz and 48 kHz
Precision +- 30 ppm    

 

!��������5       !�(����	�����5   

Diemnsions 1 Unit / 19"
Weight 4 Kg / 8,8 Lb               

 

 

 

 

 
Zone du Kenyah, 56400 PLOUGO UMELEN 

Tel : +33 (0) 297 24 34 34 – Fax : +33 (0) 297 24 3 4 30 
info@innovason.com 

750 Cowan St. Nash ville, TN  37207 
Tel : (888) DIG-DESK – Fax : (615) 401 7278  

ussales@innovason.com 
www.innovason.com  

INNOVASON FRANCE INNOVASON USA inc.  
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Not contractual – INNOVASON may change the characteristics of the presented products, without prior notice 

IN OUT

Coaxial via BNC, 75 Ohm, according to AES10-1991
High-sensitivity input stage (< 0.2 Vpp)

Coaxial via BNC, 75 Ohm, according to AES10-1991
Output voltage 600 mVpp / coaxial  length up to 100m

Optical via ST connector
62.5/125 and 50/125 compatible

Optical via ST connector
62.5/125 and 50/125 compatible
Optical cable length > 500m

Format
Accepts 56 channel and 64 channel mode
 @ 24 bit / 48 kHz

Generates 56 and 64 channel mode 
@ 24 bits / 48KHz

Rate

Jitter
Jitter when synchronized to input signal: < 1 ns

Jitter suppression: > 30 dB (2.4 kHz)

Lock range: 43 kHz – 49 kHz

Connexions

Safety 2 PSU Auto redundant
Primary Voltage 90 to 240 Volts / 50 to 60 Hz
Power 15 Watts


